
YTP-C NF Type Computerized Jacquard Needle Loom



Models
Jacquard needles 192 256 320 384 480 560 640 768

YTP-C 4/110 √ √ √ √ √ √ √ √
YTP-C 4/65 √ √ √ √ √ √ √ √
YTP-C 6/42 √ √ √ √ √
YTP-C 6/80 √ √ √ √ √ √ √ √
YTP-C 8/27 √ √ √ √ √
YTP-C 8/55 √ √ √ √ √ √

YTP-C 10/36 √ √ √ √ √ √
YTP-C 12/27 √ √ √ √ √ √

Motor 2 HP, double rapid motor
Speed 300-1200 rpm
Heald frame 8-12 PCS
Design chain circle 1:8/16-32
Weft density 7.0-25.6/cm

Machine weight 1200-1500kg 
Normal attachment 14-30 Back creel places, software

Optional attachment
Rubber feeder, double hook single needle system, beam, frequency conversion 

timing, CAD plate soft

Product Ranges

Mainly used to produce elastic and non-elastic jacquard tapes such as underwear tapes, ribbons, laces etc.

jacquard tapes jacquard tapes jacquard tape



Machine features
1. High speed reach at 1200 RPM.
2. With inverter, easy to adjust and operate the machine, protect yarn and saving labor. 
3. Shedding level assembled separately (piece by piece), easy for repair.
4. Link chain on sides, easy to adjust the machin. 
5. Healds frame can adjust lower or higher easily.
6. Brake system adopts main brake system, yarn is not easy to be broken.
7. Spare parts produced with CNC machine with high precision, and ensure long time using.
8. Can equip with PT5 device for mutilate production. 
9. Optional counter is available.

Remarks
1. Package: PP bag + wooden case
2. Quality warrenty: 12 months since BL date
3. Delivery time: normally about 30 days after getting deposit.
4. Quality control: 100% test before loading. 
5. English operation manual provided.
6. After-sale service: free sample making; technical support within 24 hours; engineers overseas support 
available. More details, please contact us. 
Mail: sales508@yeetex.com
Mobile phone: 86 15980402851 (wechat, what's app, telegram, viber)
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